




Shera has a wide range of uses

Shera façade covering is made up of cement and cellu-

lose fibres. This combination leads to a very high-qual-

ity façade covering. The panels have a natural looking 

wood-grain structure. Just about any type of building 

can be constructed with Shera façade covering. Hori-

zontals, verticals, diagonals and even curves (r = 6 me-

tres) are possible. You can let your imagination run wild 

when drawing up the design. The construction of Shera 

means that the material takes up very little damp so 

hardly ‘works’ at all.

Shera can be utilised for countless applications such as:

■ 	 Façade covering

■ 	 Fascias

■ 	 Side-pieces for dormer windows

■ 	 Gutter framing

■ 	 New-build and renovation

■ 	 Utility building

■ 	 Recreational buildings and water-based homes

■ 	 Holiday homes and chalets

■ 	 Garden fencing

■ 	 Fencing-off

■ 	 Ground floor

Fire-proof and durable  
façade covering

Nowadays, the protection and security of people and 

animals against fire is one of the most important points 

when choosing a façade covering. We also want to 

spend as little time as possible on maintenance and 

spend as much time as possible enjoying the beautiful 

and luxurious façade covering itself. With your choice 

of Shera façade covering, all your wishes in this respect,  

are granted.



Shera: security, environment and 
durability

Shera is an extremely fire-safe product and falls in the 

highest classification (A2-s1,d0 in accordance with the 

latest guidelines; NEN EN 13501-1). It is environmentally 

friendly and conforms to the requirements as set out in 

the ‘Bouwbesluit’ (building guidelines) and ‘Bouwstof-

fenbesluit’ (ban on leaching out damaging substances). 

Naturally, Shera is entirely free from asbestos. So, taking 

everything into account, it can be said that Safety, the 

Environment and Durability work perfectly well togeth-

er with Shera.



The construction of Shera 

Rabat:  
Unique throughout the world: a luxurious looking plinth 

with the natural appearance of wood. For horizontals, 

verticals as well as diagonals.

Measurements: 4000 x 150 x 10 mm

Plank:
Plank is suitable for horizontal, vertical and diagonal 

use and has the natural and subtle appearance of wood. 

Measurements: 4000 x 200 x 8 mm



Shera programme

Rabat as well as Plank is available in all the RAL colours. 

Programme accessories include touch-up paint, finish-

ing strips, external corner profiles, start profiles (for 

the Plank), ventilation profiles, Shera (A2) Torx screws 

with milled edges and a drilling point, All-Tight band-

ed round-headed nails, Shera Silicon colour kit FC, rub-

ber joint strip profiles and a cutting machine. In short: 

a complete range with which a beautiful result can be 

achieved.



Shera can be used easily

Before you start assembly you need to read and comply 

with the assembly manual carefully. The complete as-

sembly manual can be requested from your Shera sales 

point or can be downloaded at 

www.frontsandfronts.nl and/or 

www.fetimprofessional.nl

Shera façade covering must be applied to a preserved 

framework (minimum 38 x 44 mm) with special Shera 

(A2) Torx screws with milled edges and a drilling point. 

Pre-drilling is not necessary with this screw. The distance 

of the fixings to the edges of the panel must be at least 

20 mm. Shera Silicon colour kit FC can be used during as-

sembly to prevent any ‘fluttering’ and for closing joints.

The heart-to-heart distance of the framework work 

amounts to a maximum of 400 mm or 300 mm for di-

agonal work. 

Ventilation is very important. Behind the boards there 

is therefore a vertical ventilation cavity of minimum 20 

mm. This prevents condensation gathering behind the 

panels which could lead to the formation of mildew over 

a long period. Always use the plastic ventilation profile 

as this prevents vermin nesting behind the panels.

If it gets dirty Shera façade covering can be cleaned with 

a mild (household) soap solution. After cleaning, rinse 

thoroughly with clean water.



Shera is guaranteed to 
be good

Shera façade covering is supplied with KOMO certifica-

tion with product certificate, issued by Intron. With a 

10 year guarantee on the base materials (against, for 

example symptoms of rot) and a guarantee on the top 

layer which can be requested, you are making a good 

choice with Shera.

The natural appearance, the limited maintenance, the 

durability, the excellent finishing options, the guarantee 

and the easy assembly make it possible to utilise Shera in 

countless ‘building disciplines’.

Further documentation available:

Shera Technical documentation, 

Shera Product Information file, 

Colour cards and colour samples

All information can be found and downloaded at

www.frontsandfronts.nl and/or 

www.fetimprofessional.nl

With Shera, the end-user will feel safe and enjoy a 

beautiful façade for years to come.


